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US22 4-Way Articulating Borescope INSPECTION BORESCOPE SERIES
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   Ergonomic design: rubberized streamline design, comfortable grip, 
   one-handed control. One-handed control of articulating ,taking  
   photos, recording video , and lighting. True one-handed control 
   360° articulating controller: 360° any angle maximum rotate ≥ 180°, 
    eliminating the sight blind spot
    Tungsten tube: high wear-resistant tungsten weaving, durable
    Camera: IP67 level HD lens, internal sealing with special materials, 
    waterproof and oil-proof, corrosion-resistant
    Lens size: 6.0mm/4.9mm/3.9mm

    Display Screen: 5-inch 1280*720 IPS HD full-viewing angle display

    High temperature beep warning, temperature ≥ 85 ° power-off 
    protection
    Detachable design 
    Lithium battery: 6000MAH replaceable lithium battery

APPLICATION AREA
Automotive      Aviation & Aerospace      Power Generation 

Petro-chemical       Process Industry      Security & Rescue

Construction Industry

English, German, French, Russian, Italian, Spanish, 
Norwegian, Dutch, Danish, Polish, Portuguese, 
Simplified Chinese

Image/video Format
Image control

System language

Image format: JPEG (JPG), Video format: MP4
Taking photos, recording videos, zooming, 
freezing, flipping, replaying etc.

System, software

Monitor
Screen brightness 
adjustment
Video interface
Power supply
Memory card

Camera diameter
Module pixel
Probe length
Articulating angle
Direction of view
Lighting type
Waterproof
Tube material

3.9/4.9/6.0mm
1mega / 2 mega
1-3 meters customizable
4 directions 720°
Front view lens
Front-mounted LED
IP67
Braided tube, flexible, tungsten material, 
with rubber coating

5-inch IPS high-definition display 1280*720P
Five-level adjustable 

HDMI
18650  3000mAh * 2pcs
Standard 8GB TF card, 
with maximum support of 128G

Host

Camera probes optional
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ARTICULATING BORESCOPE SERIES

Patent No.: 202223303421.0
Patent No.: 202330536300.1
Patent No.: 202322361419.7
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APPLICATION AREA
Automotive      Aviation & Aerospace      Power Generation 

Petro-chemical       Process Industry      Security & Rescue

Construction Industry

Monitor
Screen brightness 
adjustment
Video interface
Power supply
Memory card

Camera diameter
Module pixel
Probe length
Articulating angle
Direction of view
Lighting type
Waterproof
Tube material

3.9/4.9/6.0mm
1mega / 2 mega
1-3 meters customizable
4 directions 720°
Front view lens
Front-mounted LED
IP67
Braided tube, flexible, tungsten material, 
with rubber coating

5-inch IPS high-definition display 1280*720P
Five-level adjustable 

HDMI
18650  3000mAh * 2pcs
Standard 8GB TF card, 
with maximum support of 128G

Host

Camera probes optional

English, German, French, Russian, Italian, Spanish, 
Norwegian, Dutch, Danish, Polish, Portuguese, 
Simplified Chinese

Image/video Format
Image control

System language

Image format: JPEG (JPG), Video format: MP4
Taking photos, recording videos, zooming, 
freezing, flipping, replaying etc.

System, software

US19 4-Way Articulating Borescope INSPECTION BORESCOPE SERIES

   Ergonomic design: rubberized streamline design, comfortable grip, 
   one-handed control. One-handed control of articulating ,taking  
   photos, recording video , and lighting. True one-handed control 
   360°articulating controller: 360°any angle maximum rotate ≥ 180°, 
    eliminating the sight blind spot
    Tungsten tube: high wear-resistant tungsten weaving, durable
    Camera: IP67 level HD lens, internal sealing with special materials, 
    waterproof and oil-proof, corrosion-resistant
    Lens size: 6.0mm/4.9mm/3.9mm

    Display Screen: 5-inch 1280*720 IPS HD full-viewing angle display

    High temperature beep warning, temperature ≥ 85 ° power-off 
    protection
    Detachable design 
    Lithium battery: 6000MAH replaceable lithium battery
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ARTICULATING BORESCOPE SERIES

Patent No.: 202223303421.0
Patent No.: 202330536300.1
Patent No.: 202322361419.7



US23 INSPECTION BORESCOPE SERIES
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2-Way Articulating 
Probe ±180°

2-Way Articulating Borescope

4.5-inch IPS full view HD display
2 way articulation snake camera ±180°, can detect any hard-to-reach 
space, no dead ends
Digital signal 1 mega pixel lens
LED level 3 brightness adjustable
Image rotation function, with photo and video storage function
Lithium polymer battery
Camera lens optional: Φ3.9mm, Φ6.3mm

APPLICATION AREA
Automotive      Aviation & Aerospace      Power Generation 

Petro-chemical       Process Industry      Security & Rescue

Construction Industry

English, German, French, Russian, Italian, Spanish, 
Norwegian, Dutch, Danish, Polish, Portuguese, 
Simplified Chinese

Monitor
Screen brightness 
adjustment
Display resolution
Lithium battery
Memory card

Image/video Format
Image control

System language

Image format: JPEG (JPG), Video format: AVI
Taking photos, recording videos, zooming, 
freezing, flipping, replaying etc.

4.5-inch IPS high-definition display
Three-level adjustable 

854*480
Polymer 5000mAh * 1pc
Standard 8GB TF card, 
with maximum support of 128G

Host

System, software

Camera diameter
Module pixel
Snake mirror length
Guiding angle
Direction of view
Lighting type
Waterproof
Insertion tube material

3.9/6.3mm
1mega
1 - 3 meters customizable
2 directions 360°
Front view lens
Front-mounted LED
IP67
Braided tube, flexible, tungsten material, 
with rubber coating

Camera probes optional
ARTICULATING BORESCOPE SERIES

Patent No.: 202120329979.2
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US13 2-Way Articulating Borescope INSPECTION BORESCOPE SERIES
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APPLICATION AREA
Automotive      Aviation & Aerospace      Power Generation 

Petro-chemical       Process Industry      Security & Rescue

Construction Industry

-04-www.qbh-borescope.com

5.0-inch IPS full view HD display
2 way articulation snake camera ±180°, can detect any hard-to-reach 
space, no dead ends
Digital signal 1mega / 2 mega pixel lens
LED level 3 brightness adjustable
Image rotation function, with photo and video storage function
Lithium polymer battery
The screen can be rotated 85 degrees from left to right, suitable for 
left-handed operation
The screen can be tilted back or forward for viewing from different 
angles

English, German, French, Russian, Italian, Spanish, 
Norwegian, Dutch, Danish, Polish, Portuguese, 
Simplified Chinese

Monitor
Screen brightness 
adjustment
Display resolution
Lithium battery
Memory card

Camera diameter
Module pixel
Snake mirror length
Guiding angle
Direction of view
Lighting type
Waterproof
Insertion tube material

Image/video Format
Image control

System language

Image format: JPEG (JPG), Video format: MOV
Taking photos, recording videos, zooming, 
freezing, flipping, replaying etc.

3.9/4.9/6.0mm
1mega / 2 mega
1 - 3 meters customizable
2 directions 360°
Front view lens
Front-mounted LED
IP67
Braided tube, flexible, tungsten material, 
with rubber coating

5-inch IPS high-definition display
Three-level adjustable 

720P
Polymer 5000mAh * 1pc
Standard 8GB TF card, 
with maximum support of 128G

Host

Camera probes optional

System, software

ARTICULATING BORESCOPE SERIES

Patent No.: 202120329979.2



US20 INSPECTION BORESCOPE SERIES
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APPLICATION AREA
Automotive      Aviation & Aerospace      Power Generation 

Petro-chemical       Process Industry      Security & Rescue

Construction Industry
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2-Way Articulating 
Probe ±180°

2-Way Articulating Borescope

5-inch IPS full view HD display
2 way articulation snake camera ±180°, can detect any hard-to-reach 
space, no dead ends
Digital signal 1 mega pixel lens
LED level 3 brightness adjustable
Image rotation function, with photo and video storage function
Lithium polymer battery
Camera lens optional: Φ3.9mm, Φ4.9mm, Φ6.0mm

English, German, French, Russian, Italian, Spanish, 
Norwegian, Dutch, Danish, Polish, Portuguese, 
Simplified Chinese

Monitor
Screen brightness 
adjustment
Display resolution
lithium battery
Memory card

Camera diameter
Module pixel
Snake mirror length
Guiding angle
Direction of view
Lighting type
Waterproof
Insertion tube material

Image/video Format
Image control

System language

Image format: JPEG (JPG), Video format: MOV
Taking photos, recording videos, zooming, 
freezing, flipping, replaying etc.

3.9/4.9/6.0mm
1mega / 2 mega
1 - 3 meters customizable
2 directions 360°
Front view lens
Front-mounted LED
IP67
Braided tube, flexible, tungsten material, 
with rubber coating

5-inch IPS high-definition display
Three-level adjustable 

720P
Polymer 5000mAh * 1pc
Standard 8GB TF card, 
with maximum support of 128G

Host

Camera probes optional

System, software

ARTICULATING BORESCOPE SERIES

Patent No.: 202120329979.2



APPLICATION AREA
Automotive      Aviation & Aerospace      Power Generation 

Petro-chemical       Process Industry      Security & Rescue

Construction Industry

2-Way Articulating Borescope
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US18 INSPECTION BORESCOPE SERIES
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5.0-inch IPS full view HD display, 1280*720 pixel
2-way articulating camera head with ±180°, can detect any
hard-to-reach space, no dead ends
Detachable screen; compatible with Android phones via a USB connection.
Digital signal 2 mega pixel lens
LED level 4 brightness adjustable
lmage rotation function, with photo and video storage function
Lithium polymer battery

Monitor
Screen brightness 
adjustment
Display resolution
Power supply
Connect with
smartphone

5-inch IPS high-definition display
Three-level adjustable 

720P
Polymer 5000mAh * 1pc
Android, Harmony OS

Host

English, German, French, Russian, Italian, Spanish, 
Norwegian, Dutch, Danish, Polish, Portuguese, 
Simplified Chinese

Image/video Format
Image control

System language

Image format: JPEG (JPG), Video format: MOV
Taking photos, recording videos, zooming, 
freezing, flipping, replaying etc.

System, software

Camera diameter
Module pixel
Snake mirror length
Guiding angle
Direction of view
Lighting type
Waterproof
Insertion tube material

3.9/4.9/6.0mm
1mega / 2 mega
1 - 3 meters customizable
2 directions 360°
Front view lens
Front-mounted LED
IP67
Braided tube, flexible, tungsten material, 
with rubber coating

Camera probes optional

Choose one of the two

ARTICULATING BORESCOPE SERIES

Patent No.: 202120329979.2



UW18/UW19 Mobile Phones Borescope INSPECTION BORESCOPE SERIES
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APPLICATION AREA
Automotive      Aviation & Aerospace      Power Generation 

Petro-chemical       Process Industry      Security & Rescue

Construction Industry
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UW18Signal output mode :USB interface
2 way articulation snake camera ±180°, can detect hard-to-reach 
space, no dead ends
LED 4 level brightness adjustable
Download mobile APP, with taking photo and video functions
Directly connect to OTG mobile phone, can review images
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Φ8mm

Connect with
smartphone
Screen brightness 
adjustment
Data interface
Power supply

Android, Harmony OS, IOS

Four-level adjustable 

USB2.0 supported
Mobile phone

Host

Simplified Chinese, English, German, French, 
ltalian, Spanish, Japanese

Camera diameter
Module pixel
Snake mirror length
Guiding angle
Direction of view
Lighting type
Waterproof
Insertion tube material

Image/video Format
Image control

System language

Image format: JPEG (JPG), Video format: MP4
Taking photos, recording videos, zooming, 
freezing, flipping, replaying etc.

3.9/4.9/6.0mm
1mega
1 - 2.5 meters customizable
2 directions 360°
Front view lens
Front-mounted LED
IP67
Braided rubber tube, semi-rigid tube
tungsten wire braided tube, 
corrugated tube with rubber coating

Camera probes optional

System, software

UW19

ARTICULATING BORESCOPE SERIES
























































